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Particle Board Carcass with MDF Doors
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Materials Substrate

•	 Pre-finished decorated Craftwood panel (standard grade or moisture resistant)

•	 Vertical application

•	 Low impact applications

•	 Use as cupboard doors, panels, carcasses, furniture and wall panelling

•	 Available in most Laminex colours, patterns and woodgrains, and also in Formica decors

Laminex Decorwood, Lamiwood MR and Formica Decorated MDF
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IMPORTANT NOTE
A slight variation exists between the finishes 
on Laminex melamine faced board products 
(Lamiwood MR, Decorwood, Vertiboard, 
Vertiboard MR, Structural and Contour 
Doors) and the Laminex high-pressure 
laminate products. This also applies with 
Formica melamine faced board products 
(e.g. Decorated Board) and Formica high 
pressure laminate products.

LAMINEX® DECORWOOD®, LAMIWOOD MR® 
AND FORMICA® DECORATED MDF

 Pre-finished decorated Craftwood panel 
(standard grade or moisture resistant)

 Vertical application

 Low impact applications

 Use as cupboard doors, panels, 
carcasses, furniture and wall panelling

 Available in most Laminex colours, 
patterns and woodgrains, and also in 
Formica decors

IMPORTANT NOTE
A slight variation exists between the finishes 
on Laminex melamine faced board products 
(Lamiwood MR, Decorwood, Vertiboard, 
Vertiboard MR, Structural and Contour 
Doors) and the Laminex high-pressure 
laminate products. This also applies with 
Formica melamine faced board products 
(e.g. Decorated Board) and Formica high 
pressure laminate products.

LAMINEX® VERTIBOARD®, VERTIBOARD MR® 
AND FORMICA® DECORATED PARTICLEBOARD MR®

 Pre-finished decorated  particleboard 
(standard or  moisture resistant)

 Low impact applications

 Used for carcasses and  furniture 
applications

 Available in Laminex and Formica décors

•	 Pre-finished decorated particleboard (standard or moisture resistant)

•	 Low impact applications

•	 Used for carcasses and furniture applications

•	 Available in Laminex and Formica décors

Laminex Vertiboard, Vertiboard MR and Formica Decorated Particleboard MR

STANDARD BOARD USED FOR LOCKER CARCASSES

STANDARD BOARD USED FOR LOCKER DOORS AND FINISHING PANELS
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IMPORTANT NOTE
A slight variation exists between the finishes 
on Laminex melamine faced board products 
(Lamiwood MR, Decorwood, Vertiboard, 
Vertiboard MR, Structural and Contour 
Doors) and the Laminex high-pressure 
laminate products. This also applies with 
Formica melamine faced board products 
(e.g. Decorated Board) and Formica high 
pressure laminate products.

LAMINEX® DECORWOOD®, LAMIWOOD MR® 
AND FORMICA® DECORATED MDF

 Pre-finished decorated Craftwood panel 
(standard grade or moisture resistant)

 Vertical application

 Low impact applications

 Use as cupboard doors, panels, 
carcasses, furniture and wall panelling

 Available in most Laminex colours, 
patterns and woodgrains, and also in 
Formica decors

IMPORTANT NOTE
A slight variation exists between the finishes 
on Laminex melamine faced board products 
(Lamiwood MR, Decorwood, Vertiboard, 
Vertiboard MR, Structural and Contour 
Doors) and the Laminex high-pressure 
laminate products. This also applies with 
Formica melamine faced board products 
(e.g. Decorated Board) and Formica high 
pressure laminate products.

LAMINEX® VERTIBOARD®, VERTIBOARD MR® 
AND FORMICA® DECORATED PARTICLEBOARD MR®

 Pre-finished decorated  particleboard 
(standard or  moisture resistant)

 Low impact applications

 Used for carcasses and  furniture 
applications

 Available in Laminex and Formica décors

Wet or dry areas - our products stand up in any environment. All substrates are proudly made in Australia.
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Materials Substrate

27

Laminex Multipurpose Compact Laminate 13mm

• Self-supporting high pressure laminate based on thermosetting  
resins homogeneously reinforced with cellulose fibres. 

• High pressure decorative laminate applied to  
both sides. 

• All cut edges have a polished black edge that  
doesn’t require additional laminate for added  
protection.

• Excellent resistance to scratches, graffiti, vandalism  
and water.

• Premium level of hygiene protection in healthcare environments.

• Limited colours also available in 18mm, refer to Availability Guide.

• All Laminex Multipurpose Compact Laminate comes with Protec+ 
Antimicrobial Technology, making it the safer choice.

• Global GreenTag Certified – Level A.

Laminex Structural MR® MDF 18mm/32mm

• A robust MDF core that provides superior impact resistance. 
The 18mm substrate features an extra high density core for up 
to twice the impact resistance of Laminex Vertiboard 18mm.

• Decorative melamine surface pressed on both  
sides of the board.

• All Laminex Structural MR MDF comes with  
Protec+ Antimicrobial Technology, making it  
the safer choice.

• Global GreenTag Certified- Level A.
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Materials Substrate
Wet or dry areas - our products stand up in any environment.

All substrates are proudly made in Australia.

Made in Australia

Made in Australia
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HOW THEY’RE MADE
PRODUCTS
Today’s wide and varied range of products from Laminex are specially engineered and manufactured using 

the very best in raw materials, technology and quality control methods.

Quite often, it’s what you don’t see below 
the surface that makes a product durable, 
fire retardant, moisture resistant or impact 
resistant.

For this reason the following illustrations 
have been prepared to demonstrate the 
level of technology and thought that goes 
into making our products among the most 
trusted and well regarded in the building 
industry today.

LAMINEX® AQUAPANEL®

 High pressure laminate

 2.7mm thick (nominal)

 Wall panelling and wet area wall lining  
applications

LAMINEX® COMPACT LAMINATE
 High pressure laminate

 2 - 20mm thick

 Double-sided balanced construction

 High-impact applications

 Use for partitioning, institutional furniture, 
toilet and shower partitions, window sills, 
furniture, table and desk tops

LAMINEX® REDBACK® WITH PROTEC+®

 High-pressure laminate

 0.7mm thick (nominal)

 Post-forming grade/heat formed

 Medium impact applications

 Horizontal or vertical applications
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•	 Self-supporting high pressure laminate based on thermosetting resins homogeneously reinforced 
with cellulose fibres.

•	 High pressure decorative laminate applied to both sides.

•	 All cut edges have a polished black edge that doesn’t require additional laminate for added 
protection.

•	 Excellent resistance to scratches, graffiti, vandalism and water.

•	 Premium level of hygiene protection in healthcare environments.

•	 Limited colours also available in 18mm, refer to Availability Guide.

•	 All Laminex Multipurpose Compact Laminate comes with Protec+ Antimicrobial  
Technology, making it the safer choice.

•	 Global GreenTag Certified – Level A.

Laminex Multipurpose Compact Laminate 13mm

V-Lite Foamed PVC Panels

VERY DURABLE BOARD USED FOR LOCKER DOORS AND FINISHING PANELS IN WET AREAS

WATER RESISTANT BOARD USED FOR LOCKER CARCASSES IN WET AREAS

•	 Water resistant

•	 Resistant to acids and alkaline based cleaning solutions

•	 Lightweight

•	 Self-extinguishing

•	 Easily fabricated

•	 High quality

•	 Mildew proof

*Black also available in an alternative brand.



•	 Laminex® HPL is a postformable high pressure decorative laminate.

•	 Extra-thick double-sided self-supporting laminate used for partitions, cubicles and locker systems, 
and benchtops.

•	 Chemical resistant

•	 Scuff resistant

•	 Impact resistant

•	 Heat resistant

•	 Scratch resistant
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HPL (High Pressure Laminate)

IMPORTANT NOTE:  A slight variation exists between the finishes on Laminex melamine faced board products (Lamiwood MR, Decorwood, Vertiboard, Vertiboard MR, Structural and 
Contour Doors) and the Laminex high-pressure laminate products. This also applies with Formica melamine faced board products (e.g. Decorated Board) and Formica high pressure 
laminate products.

UPGRADE OPTION FOR MORE DURABILITY ON LOCKER DOORS AND FINISHING PANELS

PVC Carcass with Compact Doors


